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CERTIFICATE OF CONSTANCY OF PERFORMANCE

8518-CPR-402-01

In compliance with Construction Products Regulation 2011 (retained EU law EUR 305/2011) as amended by
the Construction Products (Amendment etc.) (EU Exit) Regulations 2019 and the Construction Products
(Amendment etc.) (EU Exit) Regulations 2020 this certificate applies to the construction product(s)

Finger jointed structural timber
Strength class C30
Wood species: pine (Pinus sylvestris), spruce (Picea abies)
Maximum cross-section dimension (mm): 50 x 225

placed on the market under the name of

Polkky Oy
Kemijarventie 73, 93600 KUUSAMO, Finland

and produced in the manufacturing plant
Kemijarventie 73, 93600 KUUSAMO, Finland

This certificate attests that all provisions concerning the assessment and verification of constancy of performance
described in Annex ZA of the standard

EN 15497:2014

under system 1 for the performance set out in this certificate are applied and that the factory production control
conducted by the manufacturer is assessed to ensure the

consistency of performance of the construction product

This certificate was first issued on 30™ May 2023 and will remain valid as long as neither the harmonized standard, the
construction product, the AVCP methods nor the manufacturing conditions in the plant are modified significantly
unless suspended or withdrawn by the approved product certification body. The validity of the certificate can be

checked on the internet address https://uk.controlunion.com/ukca-certified-companies

The certificate is issued on 30" May 2023

Max Goulden, Managing Director
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